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Shrink Discs RLK 606
two-part design
high torque capacity

Features
• Hightorquecapacity

• Transmissibletorqueof165Nmupto
36200Nm

• Easy,quickassemblybytightening
clampingscrewswithoutatorquewrench

• Distance-controlledassemblyensures
guaranteedtransmissibletorques

• Encloseddesign,thereforeimpervious
todirt

• Truerunningevenathighspeeds

• Centresthehollowshaftorhubtotheshaft

• Forhollowshaftsorhubswithouter
diametersof24mmupto155mm

Application example
Backlashfreeconnectionofabevelspurgearto
adriveshaftofagearboxwithaShrinkDisc
RLK606.Thebacklashfreeconnectionpermits
extendedreversingoperations.

Simultaneous transmission of torque
and axial force
The transmissible torquesMwhich are shown
inthetablesapplyforaxialforcesF=0kNand
conversely,theindicatedaxialforcesFapplyto
torquesM=0Nm.Iftorqueandaxialforceareto
betransmittedsimultaneously,thetransmissible
torque and the transmissible axial force are
reduced.Pleaserefertothetechnicalpointson
page29.

Example for ordering
ShrinkDiscRLK606forhollowshaftwithanouter
diameterd=100mm:

• RLK606-100
Articlenumber4200-100601-000000

Surfaces

Average surface roughness at the contact
surfacesbetweentheshaftandthehollowshaft
Rz =10…25µm.

Materials

Thefollowingapplytotheshaftandthehollow
shaft:
• Yieldstrength Re ≥340N/mm2

• E-module ca.206kN/mm2

Installation
Please request our installation and operating
instructionsforShrinkDiscsRLK606.

Thetransmissibletorquesoraxialforceslistedon
thefollowingtwopagesaresubjecttothefollo-
wingtolerances,surfacecharacteristicsandma-
terialrequirement.Pleasecontactusinthecase
ofdeviations.

Tolerances

Other fitsmaybe selected, provided the joint
clearancebetweentheshaftandthehollowshaft
remainswithintheindicatedranges.

dw Hollow
shaftbore
ISO

Shaft

ISO

Jointclearance
>

[mm]
≤

[mm]
min.
[mm]

max.
[mm]

24 30

H7 h6

0 0,034
30 50 0 0,041
50 80 0 0,049
80 120 0 0,057
120 155 0 0,065

Transmissible torques and axial forces
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24 50 26 22 15 17 1 21,0
19
20
21

165
210
240

17
21
22

5 M6 16 0,3 4200-024601-000000

30 60 32 24 17 19 1 23,0
24
25
26

280
330
370

23
26
28

6 M6 16 0,3 4200-030601-000000

36 72 39 27,5 19 20,5 1 25,8
27
30
33

480
630
820

35
42
49

5 M8 20 0,5 4200-036601-000000

40 80 47 29,5 20,5 22,5 1,5 27,8
30
32
34

480
580
700

32
36
41

6 M8 20 0,6 4200-040601-000000

44 80 47 29,5 20,5 22,5 1,5 27,8
34
35
37

720
780
920

42
44
49

6 M8 20 0,6 4200-044601-000000

50 90 53 31 22 24 1,5 29,3
38
40
42

1150
1300
1520

60
65
72

8 M8 20 0,8 4200-050601-000000

55 100 58 34,5 24,5 27 1,5 32,3
42
45
48

1300
1600
1900

61
71
79

8 M8 20 1,2 4200-055601-000000

62 110 66 34,5 24,5 27 1,5 32,3
48
50
52

1700
1950
2160

70
78
83

9 M8 20 1,5 4200-062601-000000

68 115 72 35 24,5 27 1,5 32,3
50
55
60

1900
2500
3150

76
90
105

9 M8 20 1,6 4200-068601-000000

75 138 79 38 25 28 2 34,4
55
60
65

2700
3400
4100

98
113
126

10 M10 25 2,6 4200-075601-000000

80 141 84 38 25 28 2 34,4
60
65
70

3300
4100
4950

110
126
141

10 M10 25 2,8 4200-080601-000000

90 155 94 45 31,5 35 2,5 41,4
65
70
75

5500
6600
7900

169
188
210

11 M10 25 3,4 4200-090601-000000

100 170 104 50,5 36,5 40 2,5 46,4
70
75
80

6200
7400
8600

177
197
215

14 M10 30 4,6 4200-100601-000000

110 185 114 57 40,5 45,5 3 53,0
80
85
90

10500
11800
13700

262
277
304

12 M12 35 6,2 4200-110601-000000

120 197 124 61 45 49 3 56,5
85
90
95

12500
14100
16000

294
313
336

14 M12 35 7,4 4200-120601-000000

125 215 134 61,5 45 49 3 56,5
90
95
100

14500
16600
18800

322
349
376

14 M12 35 9,3 4200-125601-000000
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Dimensions TechnicalData Articlenumber

Transmissible
torqueor
axialforce

Clampingscrews Weight

Size
d D d1 B L1 L2 C H dw* M F Number Size Length
mm mm mm mm mm mm mm mm mm Nm kN mm kg

Shrink Discs RLK 606
two-part design
high torque capacity

*Theshaftdiametersdw listedinthetableareselectedexamples.Forothershaftdiametersdw seethetechnicalspecificationsonpage29.

Shrink Disc released Shrink Disc clamped
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130 215 134 61,5 45 49 3 56,5
95
100
110

17000
18400
22000

357
368
400

14 M12 35 8,7 4200-130601-000000

130 230 139 66,5 47 53 4 61,8
95
100
110

18400
20800
26200

387
416
476

12 M14 40 11,9 4200-130601-000001

140 230 144 67 47 53 4 61,8
100
105
115

19900
22200
27800

398
422
483

12 M14 40 11,0 4200-140601-000000

150 263 159 72 51 57 4 65,8
110
120
125

27000
32000
36200

490
533
579

14 M14 40 16,0 4200-150601-000000

155 263 159 72 51 57 4 65,8
110
120
125

27000
32000
36200

490
533
579

14 M14 40 16,0 4200-155601-000000

Dimensions TechnicalData Articlenumber

Transmissible
torqueor
axialforce

Clampingscrews Weight

Size
d D d1 B L1 L2 C H dw* M F Number Size Length
mm mm mm mm mm mm mm mm mm Nm kN mm kg

Shrink Discs RLK 606
two-part design
high torque capacity

*Theshaftdiametersdw listedinthetableareselectedexamples.Forothershaftdiametersdw seethetechnicalspecificationsonpage29.

Shrink Disc released Shrink Disc clamped




